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» 4xSD/HD/3G-SDI inputs with auto detection

» 2xSD/HD/3G-SDI and 1xHDMI outputs for multi-view

» 11 selectable SDI & HDMI output formats

» 16 preset layouts, both full-screen and multi-view mode
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» 11 character UMD overlay, custom position and color
» Audio level meter overlay, custom position

» Control easily via the DIP switches

» USB port for keyboard control

» LAN port for control and firmware update

» Threaded locking power connector

» Detachable bracket design for wall mounting

11 Output Formats Selectaple

The MV0430 features in 4-channel 3G/HD/SD auto adaptive inputs and
2-channel 3G-SDI as well as 1-channel HDMI outputs. 4 inputs can be
shown simultaneously on the same display. From 720p25 to 1080p60,
11 signal output formats can be selected by users.
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16 Group Preset Layouts

The MVV0430 provides 16 group preset layouts, including
frequently-used modes like quad split, full screen, triple
windows, PiP and PoP mode.
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User-defined UMD
and Audio Meter Overlay

Another nice feature of MVV0430 is the user-friendly design,, for
example, in each individual window, users can set 13 characters
UMD overlay separately and adjust it's size and position freely.
Similarly, the size and position of the 2—channel audio metering
can also be user-defined.

SDI/HDMI Output SW1 SW2 SW3 SW4| Layout SW5 SW6 SW7 SW8|2CH Audio Meter Sw9 swioswii|| ump  swa
1080P60 1 01 01 1B 1 o1 o1 CH1-2 r & A ON 1
1080P50 1 1 1 of|fE 1 1 1 o0 CH3-4 1 1 0 OFF 0
1080P30 1 1 0 1|0 1 1 0 1 CH5-6 1 0 1 [[Status Display sw2
1080P25 1 1 0 of|ZH 1 1 0 o CH7-8 1 0 0 ON 1
1080P24 1 0 1 1| 1 0o 1 1] cHew 0o 1 1 OFF 0
1080i60 1 0 1 O0f'sd 1 0 1 o] cHLL 0 1 0 || controls sw3swa
1080i50 1 0 o 1|M® 1 0o o 1| cH134 0o 0 1 DIP 11
720P60 1 0 o of[ ] 1 o o o cHise o o0 o PC 1 0
720p50 o 1 1 1|7 ] o 1 1 1| AudioMeter swiz Custom1 0 1
720P30 o 1 1 ofk'] 0o 1 1 o ON 1 Custom2 0 0
720925 o & o 31|54 & & o 4 OFF 0
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Easy Control over DIP Switches

Adjusting the DIP switches to set the functions by finger, without any tool. It's a smart method to change
common settings quickly when outdoor applications. Meanwhile, it also can be remote set by using a
software by connecting it with a PC via LAN. Besides, the latest firmware can be upgraded via LAN port.

Technical specification

SDI Video Input SD/HD/3G-SDI(75Q)x4
SDln 1 SDIIn2 SDIIn3 S0l n4 LAM
CONNECTIONS SDIVideo Output SD/HD/3G-SDI(75Q)x2
HDMI Video Output HDMI type Ax1
SDI Input Format Support 1080p 60/59.94/50/30/29.97/25/24/23.98

1080PsF 30/29.97/25/24/23.98

1080i 60/59.94/50 Power USB HDMI Out SDIOut2  SDIOut1
720p 60/59.94/50/30/29.97/25/24/23.98
6251 50 PAL
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5251 59.94 NTSC

STANDARD SDI & HDMI Output Format Support 1080p 60/50/30/25/24 D“L,] Dllp 5
1080i 60/50
720p 60/50/30/25
SDI Video Rate SD/HD/3G-SDI Bracket
SDI Compliance SMPTE 292M/SMPTE 259M/SMPTE 424M
SDI & HDMI Color Space YUV or RGB for inputs, YUV for outputs
SDI Auto Switching Auto selects SD, HD and 3G-SDI on input _. ﬁ /
Dip Switches Configuration
CONTROLS LAN Port Configuration and firmware updates
USB Port USB keyboard
Dimension (LWD) 125.5 x 104 x 24.5mm
SIZE _
Weight 4659
Power Connector Threaded locking connector
POWER Power Consumption 4.5\
Voltage Range DC 6-24V
Operating Temperature -20°C~60°C(HDMI output for 0°C~60°C)
ENVIRONMENT Storage Temperature -30C~70°C
Relative Humidity 0%~90% non-condensing
WARRANTY Warranty 3 year limited warranty
ZHANGZHOU MATRIX ELECTRONIC TECHNOLOGY CO., LTD.
WWW.A VMA TR'X. NET 26 Fugi North Road, Lantian Economic Development Zone, Zhangzhou, Fujian, 363005, China.

Tel: +86-596-2103372/2109662 Fax: +86-596-2109611 Email: sales@avmatrix.net



